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SIMPLEX STANDARD HYDRAULIC JACKS 


12 MODELS / 1% TO 100 TONS CAPACITY 


SINGLE PUMP MODELS 


No. 1.5HJ 


No. 25H28 


No. 8HJ No. 12HJ No. 20HJ 


All models can be equipped with gauge reading in tons as shown in illustration “SS ; 
of 12HJ jack. Also used as a scale for weighing loads. See Page 10. sg 


RECOMMENDED FOR: Truck and bus fleet operators, construction contractors, equipment 
manufacturers, oil fields, mines and general industrial maintenance in shops and factories. 


Heavy-duty models, 25 tons and over, are equipped with 
both high and low-speed pumps which may be operated 
singly or in unison. They are particularly suitable for 
mill and factory work; and for construction, mining, 
drilling, journal inspection, bridge work, culvert pushing 
or pipe-bending. 

Double-lever socket models permit operation in close 
quarters. Bases are high-carbon solid rolled plate. No. 


These jacks combine hydraulic power for ease of opera- 
tion with engineered safety and dependability. The re- 
sult is lifting power suitable for general application as 
well as specialized jobs. All models are tested to lift 50 
percent over rated capacities, and may be operated ver- 
tically or horizontally (filler screw must be up) with the 
same high efficiency and safety. ‘ 


Smaller models, up to 20 tons capacity, have a single 


long-stroke pump, positioned for maximum lift with 
minimum effort. Bases are sturdily constructed of mal- 
leable iron. Except for model 1.5HJ, all socket fulcrum 
and pump piston pins are 3%” diameter heat-treated 
steel for long service. 


SINGLE PUMP MODELS 


30A has a fixed handle; all others have drop handles 
for easier carrying. 30A, 50A, 50H26 and 100A have a 
safety by-pass. 

Models 25H22 and 25H28 are similar to No. 30A, but 
as they have considerably more lift are rated at 25 tons. 


DOUBLE PUMP MODELS 


Hyd. Exten. Total Effec. rege | ge | Rated Low Hyd. Total Effec. 
Jack Capacity | Height Lift Screw Height | Ram Area | *Net Wt. Capacity Height Lift Height Ram Area | *Net Wt. 
No. Tons Inches } Inches | Inches Inches | Sq. Ins. Lb. Tons Inches Inches Inches Sq. Ins. Lb. 
1.5H) 1% 7 5% Zz 14% : 9 25H22 5 2 16 7.07 105 
3HJ 3 9 6%. 2 17%. 1.23 15 25H28 25 28 22 50 7.07 125 
SHJ 5 9 6% 3 18%, 1.77 18 30A 30 11 7 18 7.07 65 
8HJ 8 ] 6% 4% 1934 2.41 21% 50A 50 12 7 19 11.04 115 
12H) 12 9 6% 3 18% 3.14 29% 50H26 50 26 20 46 11.04 207 
20H) 20 10 6% | .- 16%. 4.91 32% 100A 100 12 6% 18% 19.63 203 


*Includes operating lever of 42” pipe 20” long—weight 1% Ibs., which *Includes solid operating lever 13/16”, 20” long. 
can be locked in socket for placing and removing jack. 


Handle for 1.5HJ is 26” long—Two-piece, interlocking. 


SIMPLEX Lifts full capacity on both toe or cap. Roller bearing in toe 
transmits eccentric toe loading to the flat milled surface on 
“ROL-TOE” the stationary ram, completely eliminating scoring action. 
Double pumps provide both speed and power. Safety by-pass 
FOOT LIFT prevents overloading. Ideal for lifting heavy machinery and 


transformers with minimum cleayances. For horizontal use 


HYDRAULIC pump handles must be up. Can be gauge equipped, ana also 

JACKS converted to remote control operation. 
‘ Rated ee , 7 eee Pe ‘iit 
ity Hei T t. 
ea hea ae Toe Sq. ins. __Design Lbs. 
Min. Ht. 246” 949""x8” 54 

Width 3” 
125 Min. Ht. 242” 9”x12” | 110 
Width 434” 

2 TJ50 Min. Ht. 334” 11%”x1414" | 230 


Width 542” 


SIMPLEX “JENNY” seLr-conTainED HYDRAULIC PULLERS 


6 MODELS /30 TO 100 TONS CAPAGITY (Special units to 600 tons) 


SINGLE PUMP MODELS DOUBLE PUMP 


MODELS 


No. 803B No. 1003B No. J606B No. 10010A 


No. J330 


No. J630 


RECOMMENDED FOR: Removing and installing all types of bearings, sleeves, 
bushings, liners, gears, pulleys, pinions, pins, testing roof bolts, stern tubes 
(ships) and shafts and in conjunction with welding. Also general maintenance 
work. 


The famous Simplex 
“‘Center-Hole’’— 


Makes pulling jobs easier and faster. Plunger 
construction is tubular; a pult rod inserted in 
the ram plunger and secured over the plunger 
head is pulled through the ram as the plunger 
is extended. This method simplifies rigging, 
eliminates torque and makes operation 6 times 
easier. 


The Simplex “Jenny” is a hydraulically operated center-hole puller. 
It serves equally well as a heavy duty hydraulic jack or as a press. 
The center-hole eliminates torque in pulling, as is common with screw 
type pullers, and makes operation 6 times easier. Much lighter in 
weight than standard hydraulic jacks of equal capacity, Simplex 
“Jennies” are easy to use and handle; can be operated vertically or 
horizontally (pump handle must be up). Models J330, J630, 803B 
and 1003B have single pumps, J606B and 10010A have double pumps; 
high speed for fast rise and low speed for power. All “Jennies” can be 
equipped with a gauge reading the load in tons. Typical applications 
are shown below. 


Diameter 
Rated Cen. Outside _ Effec. 
Capacity Hole Height Travel Diameter Ram AreaWeight Oil 
No. Tons Inches Inches Inches Inches Sa. Ins. Lb. Pints 


*Includes direct reading pressure gauge as standard equipment. 


TYPICAL “JENNY” AND “RE-MO-TROL” APPLICATIONS 


Pulling a gear—Pulling brack- 
et threaded onto ram; pull rods 
secured behind gear face. As 
plunger extends, it presses 
against shaft, withdrawing 
gear. 


Removing sleeve with Jenny— 
using supporting chair and cen- 
ter pulling screw. Center pull- 
ing screw is inserted through 
“Center-Hole’’ -and is secured 
with hex nut at head. Back-up 
washer, held with hex nut, is 
placed against sleeve. Direct 
pull through ‘‘Center-Hole” per- 
mits torque-free pull. 


Pressing sleeve into housing 
with Jenny — Center pulling 
screw is placed through ‘’Cen- 
ter-Hole’’ and heavy back-up 
washer. Hex nuts are attached 
to both ends of center screw. 
As ram plunger extends, sleeve 
is pressed into housing. 


Pressing gear onto shaft—Cen- 
ter pulling screw is threaded 
into shaft, secured over plunger 
head by backup washer and 
nut. As plunger extends, gear 
is pressed onto shaft with per- 
fect trueness. 


SIMPLEX “RE-MO-TROL” HYDRAULIC JACKS AND PULLERS 


No. RC102 


No. RC106 No. RC202 No.RC2112 


RECOMMENDED FOR: Heavy-duty gear pulling, sleeve and 
cylinder liner pulling, pulling ship stern tubes, pipe and cul- 
vert pushing, prestressing and post-tensioning concrete, heavy 
moving, leveling and lifting jobs and general maintenance. 


A Simplex Re-Mo-Trol assembled unit consists of a 
pump and remote controlled hydraulic ram, connected 
by a high-pressure hose and coupling. Shown here are 
the rams, pumps are detailed on pages 6, 8 and 9. 
Complete assembled units with hand pump shown on 
page 6. For faster operation, substitute either Electric, 
Gasoline, or Air powered Simplex Hydraulic Pumps 
detailed on pages 8 and 9. 


Operation is extremely simple; yet Re-Mo-Trol fills 
a thousand different functions—lifting, pulling or push- 
ing, in any direction, easily and in complete safety— 
from a distance! The operator is 6 feet or more away 
from the ram. Light, easy pump action (hand or 
powered) provides tremendous hydraulic force. 


Developed by Templeton, Kenly & Co., Re-Mo-Trol can 
be used where cramped space or other difficulties make 
the use of self-contained jacks or pullers impossible. 


No. RC302 


No. RC302.5 No. RC306 No. RC315 


Portability makes it ideal for shop and field use. All 
Re-Mo-Trol units are tested and shipped fully assembled. 


These modern hydraulic jacking and pulling units re- 
place heavy stationary presses. Stock models are avail- 
able in standard 10 to 150 tons capacity, and heavy 
duty units from 150 to 300 tons capacity (see page 7). 
Also special models to 600 tons capacity. Single or 
multiple rams can be operated with hand, electric, gaso- 
line or air pumps (see pages 6, 8 and 9). 


Models RC315, RC6010, RC1110A, RC1122 and 
RC15012 are two-way with no load hydraulic return. 
This is especially useful when a second “bite” is re- 
quired. Models RC106, RC202, RC302.5, RC613 and 
RC1103A are one-way hydraulic, with spring return. 
Models RC102, RC2112, RC302, RC306, RC506 are 
one-way manual return. 


Where considerable travel is required in a medium 
capacity ram, the RC2112 telescopic ram offers un- 
usual specifications. This ram (solid cap, no center-hole) 
has a plunger within a plunger that provides a full 
12-inch travel with a minimum height of only 1074”. 


The famous Simplex 
“Center-Hole’’— 


PRESTRESSING CONCRETE with Simplex 
Re-Mo-Trol. Note simple chair rigging made 
possible by ‘“‘Center-Hole” design. 


PULLING SHAFT on printing press. Pulling 
screw through “Center-Hole” is threaded 
onto object being pulled. 


Makes pulling jobs easier and faster. 
Plunger construction is tubular; a pull rod 
inserted in the ram plunger and secured 
over the plunger head is pulled through 
the ram as the plunger is extended. This 
method simplifies rigging, eliminates 
torque and makes operation 6 times 
easier. Sketches on page 3 show a few 
basic applications. 


CLOSE-QUARTER PUSHING with safety, using 
Simplex Re-Mo-Trol ram and hand pump. 
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REMOVING CYLINDER LINER—Note straight- 
line, no-torque pull through ‘‘Center-Hole.” 


15. MODELS / 10 TO 150 TONS CAPACITY 


(150, 200, 300 ton units, page 7) 


No. RC506 : No. RC6010 No. RC1103A No. RC1110A No. RC1122 No. RC15012 


RC302 
10 10 


30 


RC15012 
30 50 60 60 


Capacity Tons 100 1u0 


Minimum Height 4y," 12” 1%" 93%" 18% 32%" 

Plunger Travel 2 5” ay” 6” 5” ” - 

Plunger Diameter 1%” 2%" | 2%" 2%" a 
Method of . . 

Plunger Retraction Spring Spring | Manual 

Housing Diameter 24%” 4K,” | 4%" 

Effective Ram Area 

Sq. Inches 2.07 6.53 

Internal Pressure at 

capacity P.S.I. 9950 


Oil Reservoir Cap. 
Req. for full lift—cu. in. 


Oil Displacement 
Req. for full lift—cu. in. 


Base Thread 


Housing Collar Thread 
dia. & threads per in. 


Plunger Thread 


Center-Hole Dia. 
Inches 


Weight Lbs. 
Recommended Pump 


12 
1% Pipe 


4-14 
1% Pipe 


+1”-8 Thread Standard; 1/44” dia. unthreaded optional. *Any motorized pump. 
£114”-7 Thread Standard; 154.” unthreaded optional. 


NOTE: All above Rams are shown with ram-half of quick coupling attached for coupling to hose-half of coupler on hose. IF RAM 1S DESIRED WITHOUT THE RAM-HALF OF COUPLING, 
OMIT INITIAL ‘‘C’’ WHEN ORDERING, i.e. R102 10-ton Ram indicates ram only. 


You can purchase these, or larger, ‘‘Re-Mo-Trol’’ Rams separately 
or complete with a variety of pumps and accessories 


Hand operated pumps and complete Electric, gasoline and air powered 150, 200 and 300-ton capacity, 
“Re-Mo-Trol” units using the hand pumps for use with “Re-Mo-Trol” center-hole and solid, ‘“‘Re-Mo-Trol” 
pumps are detailed on page 6 rams are detailed on pages 8 and 9 rams for use with motorized or 


selected pumps are detailed on page 7 


For hose, gauges and accessories 
see page 10 


SIMPLEX ‘RE-MoO-TROL’” HYDRAULIC HAND PUMP UNITS 


HAND PUMPS--One and Two-Way 


Three models of hand pumps are available for use with 
Simplex Re-Mo-Trol rams. The RP3A single-speed has 
ample capacity to serve RC102, RC106, RC202, RC302 
and RC302.5 rams. No. RP6A two-speed pump, with 
automatic changeover from high speed to low speed, 
will serve any one-way Re-Mo-Trol ram. The RP8A is 
also a two-speed pump with automatic changeover, and 
is designed for use with two-way rams (full pressure 
can be applied in either direction). All pumps have 
safety by-pass valves. 


RP3A One-way 
hand pump 


Max. 
Internal 
Model Piston Oil Pressure Weight 
No. Dimensions Stroke Capacity PSI. Lbs. 


54 Cu. in. (2 PTS.) 10,000 16 


16x542” 


RP8A Two-way 
28 ; hand pump 
RPGA One-way is 

similar to RP8A 

38 without 4-way valve block 


RP6A 126 Cu. in. (4% PTS.) | 10,000 


126 Cu. in. (442 PTS.) | 10,000 


COMPLETE HAND PUMP “RE-MO-TROL’” UNITS Complete Re-Mo-Trol unit showing hand pump, 


ram, hose and coupling—assembled. 


Approx. Time 
Req. for 1” Lift 
(minutes) 


Complete 
RE-MO-TROL 
No. 


RP3A-102* 


RP3A-106 

RP3A-202 8 

RPGA-2112 i 
Caps are available for all center-hole rams, see page 11. RP3A-302 11 
Gauges reading in tons are available for all rams, see page 10. RP9A-302.5 a 

RP6A-306 


RP8A-315 ) 


RP6A-506 13 
RP6A-613 17 
RP8A-6010** 17 
RP6A-1103A RC1103A} RP6A 2.6 
RP8A-1110A** RC1110A} RP8A} RP3C-8 (2) 
RP8A-1122** RC1122 


*Includes R102-11 Male Adapter and R102-10 Cap 
**For faster operation substitute either Electric, Gasoline or Air 
powered Simplex Hydraulic Pumps detailed on pages 8 and 9. 
tIncludes ram half coupling 
6 tIncludes hose half coupling 


Any of the above items can be purchased separately 


SIMPLEX HEAVY-DUTY “‘RE-MO-TROL’’ RAMS 


24 MODELS / 150 TO 300 TONS CAPACITY (ideal for motorized pumps) 


ee 


The rams listed in the table below are semi- 
special and are not carried in stock. They are 
similar in appearance to the RC-150-12 shown 
here and on page 5. 


Both solid and center-hole types available. 


The “J” in the ram number indicates those 
which have a center-hole, all others are solid. 
All of these rams are two-way hydraulic re- 
turn. Larger capacity rams up to 600 tons can 
be made to your specifications. 


RC-150-12 


OPTIONAL MOTORIZED PUMPS 
AVAILABLE—RATE OF RISE 
PER MINUTE IN INCHES 


— rs —_ 79BAC-TA | 798GM-TA | P7B Air | 1721-TA 797-E-3TA 
Ne Rapacity Height dravel (ee coy ti eo (40 cu. in. (30 cu. in. 1213 co in. 
Tens Inches toches per min.) | per min.) | per min.) | per min.) per min.) 
R-150-03 150 755 
R-150-06 150 755 
R-150-12 150 7.55 
R-150-24 150 7:55 
RJ-150-3 150 5.20 
RJ-150-6 150 5.20 
RJ-150-12 150 5.20 
RJ-150-24 150 5.20 
R-200-3 200 4.25 
R-200-6 200 4.25 
R-200-12 200 4.25 
R-200-24 200 4.25* 
RJ-200-3 200 4.32 
RJ-200-6 200 4.32 
RJ-200-12 200 4.32 
RJ-200-24 200 4.32 
R-300-3 300 3.02 
R-300-6 300 3.02* 
R-300-12 300 3.02* 
R-300-24 300 3.027 
RJ-300-3 300 2.34 
RJ-300-6 300 2.34 
RJ-300-12 300 2.34 
RJ-300-24 300 2.34 


"Requires extra oil reservoir 


SIMPLEX ELEcTRIC HYDRAULIC PUMPS 


798AC-TA 


Has built-in 34 H.P., 1725 R.P.M., single 
phase, 60 cycle, 115-230 volt motor. 
Wired for 115 Volt A.C., but can easily 
be changed to 230 volts. Pumping capa- 
city 170 cu. in. per minute to 150 P.S.I. 
and automatic changeover to 28 cu. in. 
up to 10,000 P.S.I. Develops 10,000 
P.S.I. intermittent pressure and 6,000 
P.S.I. continuous pressure. Usable vol- 
ume of oil, 260 cu. in., 9 pts. 


ee 


1721-TA 


Powered by a built-in 34 H.P., 115-230 
volts, 60 cycle A.C. single phase con- 
stant speed (1725 R.P.M.) electric motor. 
The motor is wired for 115 Volt A.C. 
current, but can be easily changed to 
230-volt. Usable working oil capacity 275 
cu. in. (9.5 pts.). Operates at a constant 
pressure of 6,000 P.S.I. and intermittent 
pressure of 10,000 P.S.I. Pumping capa- 
city is 150 cu. in. of oil per minute, to 
150 P.S.I. and automatic change-over to 
30 cu. in. per minute up to 10,000 P.S.I. 


Te 


1722-TA 


Powered by a built-in 144 H.P., 115-230 
volts, 60 cycle A.C., single phase, con- 
stant speed (3450 R.P.M.) electric motor. 
The motor is wired for 115-volt A.C. 
current, but can be easily changed to 
230-volt. Usable working oil capacity 275 
cu. in. (9.5 pts.). Operates at a constant 
pressure of 6,000 P.S.I. and intermittent 
pressure of 10,000 P.S.I. Pumping capa- 
city is 150 cu. in. of oil per minute up 
to 150 P.S.I. and automatic change-over 
to 60 cu. in. per minute up to 10,000 P.S.I. 


797-E-3TA 


Powered by a 3 H.P., 220-440 volts, 60 
cycle, A.C., 3-phase, constant speed, 
(1800 R.P.M.) motor (motor factory- 
set for 220 volts, but can be arranged for 
440 volts at the motor terminal box). 


Pump delivers 264 cu. in. at 1,000 P.S.I. 
and graduating down to 213 cu. in. at 
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Has four-way Control Valve for high- 
pressure advance of rams and low-pres- 
sure return. Can be used with rams that 
have a manual or spring return. Load on 
ram is held by leaving control lever in 
advance position and stopping motor. 
Load is advanced by starting motor. This 
can be done only at pressures less than 
8,000 P.S.I. Over 8,000 P.S.I. load must 
be released by moving control lever to 
neutral, then starting motor. Weight 64 
Ibs. 


Has four-way Control Valve for high- 
pressure advance and low-pressure re- 
turn. Load is held on ram plunger by 
keeping control handle in “Advance” 
position and stopping motor. Up to 
6,000 P.S.I. motor can be started under 
load while ram plunger is held. Over this 
pressure load on ram plunger must be re- 
leased by moving handle to neutral. 
Weight 100 lbs. 


Has four-way Control Valve for high- 
pressure advance and low-pressure re- 
turn. It is designed to retract the ram 
plunger only, not for pulling any loads. 
Load is held on ram plunger by keeping 
control handle in “Advance” position 
and stopping motor. Motor can be started 
with 110 Volts when pressure is under 
2,000 P.S.I. to hold load on ram plunger. 
With 220 Volts motor will start when 
pressure is under 5,000 P.S.I. Over these 
pressures load on ram plunger must be 
released by moving control handle to neu- 
tral. Weight 110 lbs. 


10,000 P.S.I. Operates at a constant pres- 
sure of 6,000 P.S.I. and intermittent pres- 
sure of 10,000 P.S.I. Four-way spool- 
type valve controls the high-pressure ad- 
vance of the ram and low-pressure re- 
turn. High pressure is held when control 
handle is in neutral position. Weight 
580 Ibs. 


798AC-TA 


1721-TA 


797-E-3TA 


eee wee ae NP gt eee ye Og 


SIMPLEX GASOL/INE AND AIR HYDRAULIC PUMPS 


Gasoline Hydraulic Pump 


Powered by a built-in Briggs & Stratton 1.7 H.P., (at 3100 R.P.M.) 
1 cylinder, 4-cycle, air-cooled, end mounted gasoline engine with re- 
coil starter. Usable working oil capacity 260 cu. in. (4144 qts). Operates 
at continuous pressures of 5,000 P.S.I. and intermittent pressures of 
10,000 P.S.I. Pumping capacity is 170 cu. in. per minute @ 150 P.S.I. 
and automatic changeover to 28 cu. in. up to 10,000 P.S.I. Return 
flow is 150 cu. in. of oil per minute at 150 P.S.I. Maximum return 
pressure is 275 P.S.I. 


Pump is equipped with a built-in four-way valve (open-center type) 
for high-pressure advance of ram, and low-pressure return. Ram plunger 
holds its position without loss of travel when control handle is in ad- 
vance position and engine is off. Note: Lever must be seated firmly. 
CAUTION: It is not recommended that the pump be started under 
‘load. Weight 64 lbs. 


Air Hydraulic Pump 


A powerful, lightweight pump for all single or two-way rams. It de- 
livers 46 cu. in. of oil per minute for average work load. Maximum 
air consumption is 10 cu. ft. per minute. Usable working oil capacity 
is 173 cu. in. (3 qts.). Develops 7810 P.S.I. hydraulic pressure with 
70 P.S.I. of air and 11,750 P.S.I. with 100 P.S.I. of air. 


Selector valve reverses flow of oil to raise or lower ram plunger on two 
way rams. Has improved pump mechanism. Pump can be shut off with- 
& out drop off of ram plunger and started again under load. Weight 46 lbs. 


NOTE: Oiler must be used in Air Line. 


P7B 


SPECIAL UNITS TO YOUR REQUIREMENTS 


In addition to the standard Simplex Hydraulic Pullers 
catalogued here, Templeton, Kenly can develop and produce 
specially-engineered, heavy-duty units for special jobs. 

A few are shown here. 


UPPER LEFT—4 R1110A Rams powered by an electric pump (not 
shown) used for multiple-strand concrete prestressing. 


UPPER RIGHT-—Single Strand prestressing unit with power pump. 


LOWER RIGHT-Single strand prestressing unit with power pump 
mounted on movable rig. 


SIMPLEX 


ACCESSORIES AND EQUIPMENT FOR HYDRAULIC JACKS AND PULLERS 


The Simplex accessories and attachments described here 
make it easy for you to select exactly the items needed 
to handle the lifting, pulling and pushing jobs you will 
most often encounter. All attachments and accessories 
may be purchased separately or in any combination. 
When special riggings or setup are required, they can be 
designed and attached by the user, since all threads and 
fittings for use with attachments are as indicated under 
the specifications. (Standard automotive body and frame 


Gauges 


All Simplex standard hydraulic units (except R2112 
ram) can be equipped with direct reading gauges which 
record total load in tons. All gauges have 14” male pipe- 
thread fittings, unbreakable windows. Maximum-reading 
indicators can be furnished at extra cost. When ordering 
specify jack, puller or ram number to be used with 
gauge. 


accessories may be purchased from manufacturers spe- 
cializing in that field.) 

We recommend Simplex Hydraulic Jack Oil be used 
with all Simplex Hydraulic Units for trouble free opera- 
tion under all weather conditions. When not available 
the following oils may be substituted: 


STANDARD ....... STANOIL #15 SOCONY MOBIL ...... DTE LIGHT 
| eee HYDRAULIC #27 SINCEAIB ©. enciore00359.3 GARNET-AA 
TEXACO 5 35635555 REGAL OIL “A” 


TYPE 1—Records total load in tons. Gauge can be 
used only on unit for which specified (does not apply 
on multiple ram set-ups). Has 312” face. 

TYPE 2—Records internal pressure in ram in pounds 
per square inch (PSI). Total load on ram is computed 
by multiplying gauge reading by effective ram area. 
(see page 5) Result is load in pounds. Has 34%” face. 
TYPE 3—R6010-25. Records pressure per square inch. 
Accurate within +%2 of 1% over entire range. Has 
4%” face. 


Type 1 gauge. 


Gauge Adaptors 


3HJ-30 — For use with 1.5HJ, 3HJ, 5HJ, 8HJ, 
12HJ, 20HJ, J330, J630, 25H22, 25H28, “KS 


30A-25A — For use with 30A, 50A, 100A, 50H26. | _ Ly 
303A-25A — For use with J606B, 803B, 10038. Sais” 
RP3-9 — For use on all Re-Mo-Trol rams. 30A-25A 


ag * = 
, 
3HJ-30 RP3-9 303A-25A 


RP5-17 MULTIPLE ADAPTOR — With four openings. For 
operation of two or more rams simultaneously. Special 
adaptors available for 5 or more openings. 


Fittings 


coupling 
RP3-10 is forged- 
steel coupling with 


close nipple “2 
RP3-44 is %” extra 


strength close nipple with | 
hexagon center. Used for 

miscellaneous _ high-pres- 2 
sure connections. j 


ead 


high pressure tee 


RP3-42 forged-steel tee permits use of 
two rams from one pump. Furnished 


¥," female threads. 
Used for coupling 
two or more hose 


' 


Q 


with %” female threaded outlets. 


lengths together. 


Couplings 
Coupling permits rapid connecting and disconnecting of 
hose and rams. Check valve in coupling seals oil channel 


rel ame 


rae 


: : : {Pe RP3-6 — Complete fl), RP3-GA—Ram half RP3-6B—Hose 
when hose and ram are detached; couplings will swivel (le coupling including. dust | |) of coupling in- half of coup- 
and will recouple without loss of oil at low pressures. ™ cap. * cluding dust cap. _ ling. 

<2 RENN Looe <1 NNN 


High-Pressure Hose 

Simplex Re-Mo-Trol hose is the highest quality high- 
pressure hose available. Standard lengths are 6 ft. Spe- 
cial lengths can be furnished. Hose has 3” steel male 
pipe-thread fittings on each end. 


= Bit ese at 


RP3.8 — Standard hose length 
with 6” spring guard on each end. 


RP3-8A — Similar to RP3-8 except 
completely spring guarded. 


ANON 38 
RP3C-8A—Similar to RP3-8A with 
RP3-6B hose half coupling as- 
sembled. 


RP3C-8 — Similar to RP3-8 with 
RP3-6B hose half coupling as- 
sembled. 


Shut-Off Valve 

Provides positive shut-off. Capacity 
10,000 PSI. Has 3%” female pipe inlet 
and outlet. Has stainless steel ground 
stem with sturdy malleable iron handle. 


Protector Boot 

The RP5-35 protector boot is designed for use with 
RP6A and RP8A Re-Mo-Trol hand pumps. Especially 
useful in outdoor locations, as on construction jobs and 
in prestressing concrete. Made of leather. Eliminates 


10 


Release Check Valve 
For use with power pumps where loads 
must be instantly held without drop-off 
with power running. Capacity 10,000 
PSI. Ball-check permits oil to pass in 
one direction only. When handle is re- 
leased, ball-check is by-passed. 


danger of dirt entering pump 
system. Fulcrum pins are 
also protected from dirt, re- 
ducing wear at these points. 


RP5-35 boot shown 
on RP6A pump. 


SIMPLEX 


ACCESSORIES AND EQUIPMENT FOR HYDRAULIC PULLERS 


Ram Bases 

R106-13 — A flat base for use with RC106 ram. Used 
with short connector. Can also be attached to ram 
plunger for using ram in inverted position. 


R106-13 


R106-14 Fi 


R106-14 —- Short connector screws into bottom of RC106 
ram for connecting ram base. 


Ram Caps For solid and center-hole rams 


CENTER HOLE CAPS 
—For use with all 
center-hole rams or 
Jennys. Plugs into 
center-hole to per- 
mit use as conven- 
tional lifting ram. 


with RC102 and 
RC106 rams. Pro- 
tects threads when 
lifting applications 
do not involve need for threads. 


R106-10 — For use 2 


R106-10 


R102-R106 
R302-R306 E 
303A-44 R315-1330-J630 Vp 
R613-44 R613 13%” 
B03A-44 8038 3%" 
J606B-1003B-R1122 , 
1003A-44 R1103A-R1110A 262 
R6010-44 R6010 13%" 


10010A-44 10010A 21% 6" 


A ram equipped with pulling bracket and pull rods pro- 
vides a simple, easy way to pull gears, wheels, propellers, 
etc. The pulling bracket, which threads directly to the 
upper portion of the ram housing, has elongated slots for 
radial adjustment of the pull rods. The pull rods, sup- 
ported at the bracket and behind the object being pulled, 
provide direct line pull eliminating torque action. There 
are two rods, six nuts and four washers to each pull rod 
set. See chart for dimensions. 


PULLING 
OUT BUSHING 
WITH CENTER 
PULLING SCREW 


Screw is inserted through the ‘‘Center-Hole” and secured 
at the ram plunger head. As ram plunger is extended the 
screw is drawn through the ram or Jack, producing 
smooth, torque-free pull. When tapped holes are pro- 
vided the Center Pulling Screw can be directly inserted 
into axles, shafts, etc. in pulling or pushing gears or 
wheels. Two nuts are furnished with each pulling Screw. 
See chart for dimensions. 


Center Pulling 
Screw Used 


Pulling Bracket Pull Rod 
Used Set Used 


R102 Ram R106-12 R106-11 

R106 Ram R106-12 R106-11 — 
R302 Ram — R306-10 
R306 Ram R306-12 R306-11 R306-10 
R315 Ram R306-12 R306-11 R306-10 
R613 Ram R603-12 R603-11 R613-10 
R6010 Ram R603-12 R603-11 R6010-15 
R1103A Ram — — R1103-15 
R1110A Ram — — R1110-15 
J330 Jack 5330-61 5330-62 R306-10 
J630 Jack J330-61 J330-62 R306-10 
803B Jack R1003-10 
J606B Jack R1103-15 
1003B Jack R1103-15 


Specifications of Pull-Rods 
and Center Pulling Screws 


B A 
ly ——— a 
JUUUUUUUI UU | 


Part Threads 


Per Inch 

R106-11 R106-12 ¥%10 USS. 
R302-R306 
R306-10 | 2315-1330-J630 6 ACME 
R306-11 R306-12 1-12 SAE. 
R603-11 R603-12 14-12 SAE. 
R613-10 R613 4 ACME 
R1003-10 803B 3 ACME 
16068 

MOS | sons prose 4 ACME 


R1110-15 4 ACME 


R6010-15 


R1110A 
R6010 
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SIMPLEX 


HYDRAULIC PUSH-PULLER / DOUBLE and TRIPLE-GRIP PULLERS 


Simplex hydraulic hand and power pumps and the 20 
and 30 ton Simplex rams can be used in conjunction with 
mechanical pullers to provide hydraulic power for direct 
pull through the center-hole. These hydraulically pow- 
ered combinations are time and money savers for re- 
moving and installing gears, wheels, pulleys, bearings or 
any part press-fitted to a shaft or tube. Twisting action 
of screw-type pullers and parts-damaging hammering, 
RE-MO-TROL PUMP and RAM prying or heating are completely eliminated. 


TWO BASIC HYDRAULIC POWER UNITS ARE AVAILABLE 
20 Ton—RP3A-202— 


ble a aa a el 98 cot — (For faster operation, hand pump No. RP6A or pow- 
30 Ton—RP3A-302.5— ; ered pumps are recommended. See pages 6, 8 and 9 
consisting of RP3A Pump, RC302.5 for details and specifications. ) 


Ram with threaded saddle, RP3C-8 Hose. 


Effective Internal Oil Req. 
apacity Height Plunger | Plunger Method of nana Ram Ares; Pressure for full | Center Hole Threaded Hole 
Tons in. 9 Travel Dia. Retraction Dia. Sa. In. at oo Travel Diameter in Saddle 
Cu. In. 


SIMPLEX 


PU LLERS / DOUBLE-GRIP and TRIPLE-GRIP--20 and 30 TONS CAPACITIES 


Model No. 


RC302.5 22 


Hydraulic Double-Grip Puller Units 

Simplex Double-Grip Pullers are easy to apply. The fast 
take-up screw plus hydraulic power coupled with the non- 
slip, heat-treated alloy arms save time and money. Grab 
tighter as load increases. 


ey Hydraulic Reach Spread 
Tons Ram Travel ea — max. 


HP2002 eee 16” 

HP3002 oa 20” 
20 Ton Units RP3C-8 Hose 30 Ton Units RP3C-8 Hose 
HP2002—2-ARM PULLER WITH H-15-13 Crank Handle HP3002—2-ARM PULLER WITH H-15-13 Crank Handle 
HYDRAULIC UNIT CONSISTS OF: H-15-12 Adjusting Screw HYDRAULIC UNIT CONSISTS OF: HP3002M-2 Adjusting Screw 
HP2002M pale 938-12 (2) Attaching Screws HP3002M Puller 938-12 (2) Attaching Screws 
RP3A Pum HP2002M—2-ARM PULLER ONLY— RP3A Pump HP3002M—2-ARM PULLER ONLY— 
RC202 Ret (with threaded saddle) CONSISTS OF 2 ARMS & HUB RC302.5 Ram (with threaded saddle) CONSISTS OF 2 ARMS & HUB 


Hydraulic Triple-Grip Puller Units 

Simplex Triple-Grip Pullers are especially recommended for 
spoked wheels where three contact points are desirable. Arms 
are interchangeable with Double-Grip Arm. 


Capacity Hydraulic Reach 
Tons | Rem Travel| ee Min. | Max._| 

he 2” a 
30 


2," 20” 


Weight 


No. Lbs. 


HP2003 
HP3003 


94 


20 Ton Units RP3C-8 Hose 30 Ton Units RP3C-8 Hose 

HP2003—3-ARM PULLER WITH H-15-13 Crank Handle HP3003—3-ARM PULLER WITH H-15-13 Crank Handle 

HYDRAULIC UNIT CONSISTS OF: H-15-12 Adjusting Screw HYDRAULIC UNIT CONSISTS OF: HP3002M-2 Adjusting Screw 
HP2003M seal 938-12 (2) Attaching Screws HP3003M Puller 938-12 (2) Attaching Screws 

RP3A Pum HP2003M—3-ARM PULLER ONLY— RP3A Pump HP3003M—3-ARM PULLER ONLY— 
RC202 ita (with threaded saddle) CONSISTS OF 3 ARMS & HUB RC302.5 Ram (with threaded saddle) CONSISTS OF 3 ARMS & HUB 


conversion parts Ww et) 
In addition to the RP3A-202 or RP3A-302.5 Hydraulic 
Unit, the following parts are available to convert your  2-Arm Hub Complete Attaching Screws Plain Saddle oe 


° ° ‘ 20 Ton—HP2002M-1 20 Ton—938-12 20 Ton—R202-5 
present mechanical puller to a modern hydraulic unit. 30 Ton—HP3002M-1 30 Ton—938-12 30 Ton—R302.5-5 30 Ton—HP3002M-1B 


Hub Complete a Adj. Screw 3-Arm Hub Complete Crank Handle Cots 
20 Ton—938-2H a cw : 20 Ton—H-15-12 20 Ton—HP2003M-1 20 Ton—H-15-13 eGo 
30 Ton—HP4030M-1 30 Ton—HP3002M-2 30 Ton—HP3003M-1 30 Ton—H-15-13 


GAUGES, ADAPTORS AND OTHER ACCESSORIES ARE AVAILABLE FOR ALL HYDRAULIC PULLERS 
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SIMPLEX 
HYDRAULIC PUSH-PULLERS / 
20 AND 30 TON CAPACITIES 


PUSHING ON 
PINION 


20-Ton Unit 


HP 4020 PUSH PULLER WITH 
aad UNIT CONSISTS 
F: 


for complete versatility. 


30-Ton Unit 


HP 4030 PUSH PULLER WITH 
oe UNIT CONSISTS 


HP4020M Puller HP4030M Puller 


RP3A Pump RP3A Pump 

RC202 Ram (with threaded RC302.5 Ram (with threaded 
saddle) saddle) 

RP3C-8 Hose RP3C-8 Hose 


HP3002M-2 Adjusting Screw 


H-15-12 Adjusting Screw 
H-15-13 Crank Handle 


H-15-13 Crank Handle 


938-12 (2) Attaching Screws 938-12 (2) Attaching Screws 
HP4020M PUSH PULLER ONLY HP4030M PUSH PULLER ONLY 
INCLUDES: INCLUDES: 

Hub Hub 

2 Legs (1614”) 2 Legs (18”) 

2 Leg Ends 2 Leg Ends 


PUSH-PULLER SPECIFICATIONS 
Puller No. 


(Complete) HP4020 
Capacity 
Tons 20 


Hydraulic 
Ram Travel 


A Spread 
Range 


HP4030 


FOR: Removing and installing gears, pulleys, bearing sprock- 
ets, etc., on practically all types of machinery. 

Simplex “Push-Pullers”, using the hydraulic power of Re- 
Mo-Trol rams, are the most versatile tools available for ap- 
plying direct-line, torque-free pull through the center-hole. 
No hammering, prying or heating to pull or push parts 
easily and safely. The reach can be varied by attaching dif- 
ferent leg lengths. Male and female adaptors and plugs make 


AVAILABLE LEG LENGTHS 


? Incld. Incld. 
205E 205D With Set} 205C 230A | With Set 
205B 230B 


LengthL | 4%" [ 9%" | 16%" | 22,"|_ 8" | 18” | 


Use With 
Unit No. |HP4020| HP4020 | HP4020} HP4020} HP4030} HP4030 
ARAB AM 


HP4030 


Adaptor 
No.—For 
Extending 


Leg Lgths. 
FEMALE MALE 
THREADED ADAPTOR 
ADAPTORS PLUGS 


MALE ADAPTOR PLUGS FOR 
THREADING INTO TAPPED HOLE IN 
PARTS TO BE PULLED OR_IN- 
STALLED—SPECIFY SIZE REQUIRED 


FEMALE THREADED ADAPTORS FOR 
EXTENDING LEGS ARE AVAILABLE 
—PLEASE SPECIFY SIZE 


BEARING PULLER ATTACHMENT 


BEARING 
PULLER NO. 


USED WITH 
PUSH-PULLER NO. 


20 AND 30 TON CAPACITIES 


Simplex “Bearing Pullers” are used in conjunction with 
Simplex Hydraulic Push-Pullers, primarily for bearing 
removal. The legs of the Push-Puller are threaded into 
the Bearing Puller and hydraulic power applied in di- 
rect-line pull. The thin bevelled edge permits use in re- 
stricted space where “Double-Grip” and “Triple-Grip” 
Puller arms will not fit. Ideally adapted for use with 
arbor press. 


Weight 
Lbs. 


ae : Used With 
Seen Hotel Keck, | Push Puller 
ppe apacity bs 


p14” 6" | 4] % 18 | 7000 Lbs. | _HP4020 


Puller 
No. 


943-E 


Used in conjunction with Simplex Hydraulic Push- 
Puller, the Simplex “Bearing Cup Puller” greatly simpli- 
fies the pulling of bearings, oil-seals, bushings, sleeves, 
etc., in blind holes. The strong fingers prevent damage 
to costly parts. The legs of the No. HP4020 push-puller 
are threaded into the Bearing Cup Puller and hydraulic 
power applied in direct-line pull. 
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SIMPLEX 


AUTOMOTIVE JACKS FOR f DRIVEWAY, SHOP and ROAD SERVICE, 
PASSENGER CARS, TRUCKS and BUSES 


SIMPLEX Bumper Jacks and Car Props /Hydraulic and Screw Types 


BJ510 BJ520 


Safe, fast and convenient 


There is a Simplex Bumper Jack to serve every need for 
shop, driveway or road service. Precision manufactured 
and ruggedly constructed for trouble free operation. 
They will save you money in changing tires, wheel rota- 
tion, applying chains—brake or shock absorber service— 
front end assemblies—light body work. They are safe, 
fast and convenient. Except for the BJ500, all controls 
are located at the top for convenience. 


adjustable hydraulic jack BJ500 


The BJ500 Adjustable Hydraulic Bumper Jack weighs 
only 19 pounds. It has a knuckle joint chain hook which 
moves with the normal arc as the car is lifted, eliminat- 
ing cylinder scoring. Low height 2214”; Hydraulic Lift 
oe Low starting point of hook adjusts from 414” to 
154”. 


single and double saddle jacks 


The BJ510, BJ520 and BJ540 are equipped with a re- 
circulating ball nut and screw (See Cross Section View 
at Top) for easy lifting and all have positive safety locks 
to hold the load. 


The BJ510 is economical and sturdily constructed. In- 
valuable for road calls and auxiliary shop work. Folds 
compactly. 


The BJ520 has fixed double saddles and swivel front 
wheel for easy maneuverability. 


The BJ530 has twin adjustable saddles for convenient 
bumper or frame contact. Has 3-ton Hydraulic Jacking 
Unit with safety valve set at 114 tons. 


The BJ540 has the same features as the BJ530 except 
that it is actuated by a recirculating ball nut and screw 
in place of the hydraulic unit. 
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5 Models 1/2 Ton Capacity 


Cross 
section of 
recirculating 
ball nut 
and screw 


BJ530 BJ540 


car props--CP530, CP540 


Simplex Car Props CP530 and 
CP540 can be attached to Bumper 
Jacks in seconds without bolting or 
using special tools. CP530 is for 
BJ530 and CP540 is for BJ540. 
Both have swivel saddles that swing 
360°. They are time savers in 
changing oil filters, shock absorb- 
ers, tail pipes, motor mounts, ad- 
justing brakes and tire inspection. 


SPECIFICATIONS act 
Capacity Tons .......0805 1% 
Low Height, Saddle........ 5814” 
TG scmoorducissssaceoes 22%” 
Extended Height, Saddle... 81” 
Size: OF Saddle. « 62.4.6 cowie 6%2"x2" 
Shipping Weight, Lbs....... 16 


BUMPER JACKS 


JACK NO. 
BJ530 


1% 


JACK NO. 
BJ540 


1% 


SPECIFICATIONS 


Capacity, Tons ..... 


Saddle Low Point... 8%" 8%” 
Saddle High Point... 31” a1” 
Size of Saddles..... 64%2"x2” | 642"x2” 
Saddle Adjustment, 2234" to | 2234” to 

Width .......... 50” 50” 
Clearance, Center of 

Saddle to Jack.... 105%” Ae 
Overall Height ..... 374%” 40” 
Overall Width ...... 26” 26” 
Diameter of Wheels. AY 4” 
Shpg. Weight, Lbs... 151 117 


NOTE: A replacement hydraulic unit is available for Model BJ530 


SIMPLEX 


AUTOMOTIVE JACKS FOR 


& 


[we | 


‘ $J700 


Models SJ700, SJ710 and SJ720 are especially adapted for 
work in close quarters. On Models SJ720 and SJ730 the 
handle locks in three positions. 


Model SJ730 has automatic high speed pump. Short center 
of casters permits shorter turns and easier maneuverability. 
Will easily handle all loads up to the heaviest trucks and 
tractors. Handle swings through 90° arc. Hydraulic power 
replacement mechanisms are available for all models. 


Models SJ740—10 ton and SJ750—20 ton heavy duty models 
e are adapted for easy lifting of crawler type tractors, power 
shovels, cranes and large dump trucks. 


$J730 


DRIVEWAY, SHOP and ROAD SERVICE, 
PASSENGER CARS, TRUCKS, BUSES 
and HEAVY ROAD EQUIPMENT 


SIMPLEX Service Jacks / Hydraulic /6 Models, 14, 1%, 2, 4,10 and 20 


Ton Capacities 


SERVICE JACKS 


JACK JACK | JACK JACK | JACK 
NO. NO. NO. NO. NO. 
$J700 | SJ710 | SJ720 | SJ730 | SJ740 
2 4 

31 


SPECIFICATIONS 


Capacity, Tons... 6... .05 
Length of Chassis, ins...... 
Length of Handle, ins....... 
Length Overall, ins......... 


Saddle Low Point, ins....... 61, 
Saddle High Point, ins...... 252 
High Point of Frame, Ins... . 10% 
Diameter of Saddle, ins..... 9%, 
Dia. Front Wheels, ins...... Te 


Dia. Caster Wheels, ins......]. 
Weight, LDS: c.cccee cases 


Adjustable Stands--2, 5 & 7 Tons 


ST7 


Simplex Adjustable Stands are safe—rugged and stable. 
They are designed for 50% overload. The frame is steel and 
the rack bar and pawl are malleable. The pawl is self en- 
gaging which automatically locks the rack bar to prevent slip- 
ping under load. Have convenient handle and safety rack bar 
stop. Besides their safety they keep service jacks available 


for other lifting jobs. 


SPECIFICATIONS 


Capacity, Tons 
Min. Height............ 
Max. Height............ 
BaSé SiZ@ accion ss v.00 


ee) 


SEALED ASSEMBLY ROOM-—for hydraulic jacks and 
pullers. To assure dust-free conditions, only a few 
completely washed parts are permitted in this room 
at a time. 


THE “TORTURE CHAMBER” — Every Simplex Hy- 
draulic Jack, “Jenny” and “Re-Mo-Trol” is inspected 
and tested to rated capacity. 


TEMPLETON, KENLY and COMPANY 


RE-MO-TROL JACKS JENNY 
UTIL-A-TOOL ROL-TOE 


OFFICES 


WEST COAST WAREHOUSE STOCKS: 216 Eleventh St., San Francisco 3, Calif. 


ATLANTA, GA. 
Phone: Melrose 6-3578 


DALLAS, TEXAS 
Phone: Emerson 1-7097 


EL PASO, TEXAS 
Phone: Keystone 2-2781 


WM. D. BOLDT 
590 Wendan Drive 
Decatur, Ga. 


A. C. TEMPLETON, V. P. 


5627 Del Roy Dr. 


D. M. PATTERSON 
P.O. Box 1623 


E. A. ZIMMERMAN 
Vice Pres., Export Sales 
60 East 42nd St. 


NEW YORK 17, N. Y. 
(Domestic and Export) 
Phone: Murrayhill 2-5934 


N. L. MONTGOMERY 
245 Mabrick Ave. 


PITTSBURGH, PA. 
Phone: Fieldbrook 1-6357 


W. H. ZEPP 
720 Bancroft Road 


SAN FRANCISCO, CALIFORNIA 
Phone: Yellowstone 5-0687 


Concord, California 


WM, S. PINE 
: Phone: Market 1-6094 


1635 East 22nd Street 


LOS ANGELES 11, CALIFORNIA 


Phone: Richmond 9-7419 San Francisco Warehouse— 


SIMPLEX JACKS ARE STOCKED AND SOLD BY SELECTED INDUSTRIAL, WHOLESALE HARDWARE, CONTRACTORS, MINE, OIL 
FIELD, MARINE, ELECTRICAL AND UTILITY EQUIPMENT DISTRIBUTORS, AND RAILROAD REPRESENTATIVES THROUGHOUT THE 


WORLD. 
See Price Schedule for locations of Authorized Factory Service Stations rendering warranty service. 


For Railroad Representatives see the ‘‘Pocket List of Railroad Officials." 


ALSO MANUFACTURERS oF Al Complete Line Of 
SIMPLEX 
el MECHANICAL JACKS 


#waon tite) tae | | Over 150 types for all kinds of construction, 
aa | mining, oil field, utility, railroad, ship build- 
ing, trucking and other industrial work . . . 
also complete accessories and special equip- 
ment designed for specific applications. 


SIMPLEX 


mechanical 


JACKS 


© fOUrMAL wm ov 


Hoy =) 
it ee 


‘+. —xe# * push-and-pull jacks 


ons bridge jacks 


Ask for Mechanical Catalog No. 60 


50M—9/60 Copyright, 1960, Templeton, Kenly & Co. Printed in U.S.A. 


